
IP Camera
Quick Start Guide

Please read this manual carefully and keep it properly before 
using our network camera products.
Related tools and documents of products, please download 
from  http://www.herospeed.net.



Statement 

This manual is applicable to network series products.

This manual may contain information that is technically 
inaccurate, inconsistent in the product's function and operation, 
or in a typographical error. Our company will update the context 
in the manual according to the enhancement of product 
features. Updated content will be added in the new version of 
this manual without further notice. 

If there is manual description of the product does not match 
with the physical, in order to prevail in kind. 

Safety Precautions 

Please avoid installing the product in a vibration or shock 
environment, and keep the product away from electromagnetic 
interference (ignoring this may damage the product). 

In order to avoid heat accumulation, please keep good 
ventilation around the device, and do not block the vent of the 
device.

Do not install indoor products in an environment that may be 
exposed to water or other liquids. 

Do not use the product in extremely hot, cold, dusty, or high 
humidity environments.

This equipment must be stored in a dry and non-corrosive gas 
environment, and avoid direct sunlight. 

Please avoid pointing the lens at strong light (such as lighting, 
sunlight or laser beam, etc.), otherwise it will damage the sensor.



Power must be under safety certification, Its output voltage, 
current, voltage polarity and operating temperature must 
comply with the power requirements of this equipment. 

When using this equipment in thunder and lightning conditions, 
please pay attention to install lightning protection device or cut 
off the power.

In order to get high quality video and pictures, make sure your 
internet connection is stable and smooth.

When the device is connected to the Internet, it may face 
network security issues. Please strengthen the protection of 
personal information and data security.

Please understand that you are responsible for properly 
configuring all passwords and other related product security 
settings, and keeping your user name and password properly.



 

1. Network Setting 

The default IP of all cameras is 192.168.1.168. The IPv4 address 
of the computer must be in the same network segment as the IP 
address of the IP camera. To enable the camera to access the 
network smoothly, plan the available IP network segments based 
on the actual network environment.

(1) Add the same network segment IP as 192.168.1.168 (camera 
factory default IP) in the computer, such as 192.168.1.165.

Step 1: Click [          ]Start → [Control Panel] → [Network and 
Sharing Center] → [Local Network] → [Properties] → [Internet 
Protocol Version 4 (TCP/IPv4)] → [Advanced] to enter the 
advanced TCP/IP setting interface.

Step 2: Click [Add] in the IP address (R) position, enter the IP 
address as 192.168.1.165 and the subnet mask 255.255.255.0, 
and click [Add] → [OK] → [OK] → [OK].

(2) Connect camera and PC by network cable in the same LAN, 
power on. Connecting as following (PoE switch, camera, PC 
connection photo).

Prepare the network configuration:

Steps to add an IP address to the Windows system:



 

Step 6: Click [Refresh] to find the IP address that has been 
modified, which means that the network configuration is success-
ful.

        NOTE: When configuring network parameters, ensure that 
the IPC address and the computer's IPv4 address are on the same 
network segment.

The network configuration steps are as follows:

Step 1: Open [          Search Tool] (Version 7.2.45.6 and above, 
please install Search Tool from http://www.herospeed.net).

Step 2: Check 192.168.1.168.

Step 3: Modify the relevant network parameters such as IP on the 
right side of the interface

Step 4: Enter the user name (default is admin) and password 
(default is admin) of the device.

Step 5: Click [Modify] → [Confirm].



 

2. Modify password

Step 1: Open the IE browser, enter the IP address of IP Camera (if 
the IP has not been modified, please enter the default address 
http://192.168.1.168), and press [Enter].

Step 2: Enter the user name (default is admin) and password 
(default is admin) of the device, and click [Login].


