


6. Add IP Device

Confirm that the XVR network connec-

tion is correct and effective before 

adding IP devices.

Step：

（1）Choose "Menu > Camera > Add Camera" to enter 

the Add Camera interface.

（2）Add IPC by automatically or manually. 

Automatically add, click "Auto add" button.

Manually add a device, click "Add", the Device 

Search interface automatically searches for 

"Onvif" or "Private" protocol (if our company IPC 

recommends selecting "Private"), select the IP 

device to be added, and click "Add".

9. Humanoid Detection

Step：

（1）Choose "Menu > Camera > Intelligent Detection" to 

enter the Humanoid Detection interface.

（2）Choose the Channel > Enable > Sign Positioning > 

Head Enable > Body Enable > setting sensitivity and 

deployment time.

（3）Click the "Apply".

During the deployment time, when the face 

appears in the channel, the device will 

locate and mark the portrait or human 

body, after the human shape detection is 

set.

The way to import a single picture is as follows:：

Local Image Import: Choose "Local Image" > Insert 
the U Disk that stores the picture into the device > 
Click "Import Picture" > Choose the Picture > Click 
"OK" > "Extract" > "OK".

Taking Picture Import: Choose "Taking Picture" > 
choose the channel > Press the left mouse button 
to set the capture frame in the preview video 
interface > Click "Shooting" >  "Extract" > "OK".

Click "Add" > Choose Import Picture Mode "Local 
Image" or "Taking Picture".

The way of importing batch pictures is as follows:

Click "Batch Import" > Insert the U disk that stores 
the picture into the device > Click "Import Picture" > 
Select the folder in the U disk > Click "OK".

11. Face Comparison

Step：

（1）Choose "Menu > Camera > Face Comparison" to 

enter the Face Comparison interface.

（2）Choose the channel > Check "Enabled" > click "       " 

to set the processing method > click "Apply".

（3）Choose face library > click "          " to set the "Similar-

ity" and "Mode" .

（4）Click "Apply".

Face Detection:

After face comparison is set, in the preview interface, 
right-click the mouse in the preview interface and select 
"        Face detection" to enter the face detection interface, 
where you can view the real-time capture and alignment 
of faces, as shown in the following figure:
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8. Playback

Step：

（1）Choose "Menu > Playback" or right click on the 

preview interface and select "Playback" to enter the 

Playback interface.

（2）Choose "Date > Channel > More". Double click to 

search for the file, and the interface will start playing the 

file. Or select the "time > channel", left mouse click on 

the time progress bar below the playback interface to 

play the video.

◆  iVMS320 Client Access

Access：
Log on to http://www.herospeed.net/"PC Client" > 
"iVMS320 (Windows)" or "iVMS320 (Mac)" to download 
the latest version of the video management system 
"iVMS320".
Follow the system software prompt to complete the 
installation and add equipment for viewing and manage-
ment.

XVR LAN login (the PC and the device are in the same 

router).

Open IE browser and enter XVR address: for example, 

http://192.168.1.88/Enter login interface.

Enter device username (default is "admin"), password 

(default is "12345"), click "login". After login, download 

and install the plug-in according to the prompt. After 

completion, you can view and manage the device.

12. Network Access
    
◆  Web browser access

After registration and login, devices can be 
added to realize remote viewing and equipment 

◆  Mobile App Access

Scanning QR code download and installing BitVision App.

7. Record

Step：

（1）Choose "Menu > Record > Schedule" to enter the 

Schedule interface.

（2）Choose the channel and recording type according 

to the actual needs. Hold down the left mouse button 

and drag the mouse in the time period diagram or click

“       ” to set the recording schedule.

The device opens all channels by 

default for 24 hours record. Note

Add Device

AddSearch

Cautions

Record

Cautions

10. Face Database

Step：

（1） Choose "Menu > Camera > Face Comparison > Face 

Database" to enter the Face Database interface.

（2）Click "New" > input the face database name > "Save".

（3）Choose face library > choose single picture import or 

batch import.


